
Designers and builders of 

specialized trailers since 1974

Not all options are compatible with other option combinations. Custom options are available upon request.
Doonan Specialized Trailer, LLC reserves the right to make changes in material, components, design, equipment specifications and trailer models 
without notice. All visual specifications, representations, and dimension references are based on the latest product offering and are approximations 
available at the time of publication. At no time will the information contained within this publication be used as a basis for resolving disputes.

Doonan SpecializeD Trailer, llc available opTionS
chaparral platinum Diamond black Gold
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STrUcTUre

Extendables: lengths 80'+ ■ ■ ■ ■ ■ ■

96" and 102" widths ■ ■ ■ ■ ■ ■ ■ ■
3⁄8", ½", 5⁄8" or ¾" steel top and bottom flanges ■ ■ ■ ■ ■ ■

7 Gauge, ¼", or 3⁄8" steel web material ■ ■ ■ ■ ■ ■

Normal duty, heavy duty or super duty aluminum beams ■ ■

Beam holes ■ ■ ■ ■ ■ ■

12", 14" or 16" sill spacings ■ ■ ■ ■ ■ ■

12" or 15" sill spacings ■ ■

Steel sills ■ ■ ■ ■

Aluminum sills ■ ■ ■ ■

Steel side rails ■ ■

Aluminum side rails ■ ■ ■ ■ ■ ■

Single pipe spool or double pipe spools on side rail ■ ■ ■ ■ ■ ■ ■ ■

Front stake pockets ■ ■ ■ ■ ■ ■ ■ ■

Rear stake pockets and rub rail ■ ■ ■ ■ ■ ■ ■ ■

Apitong, or aluminum flooring ■ ■ ■ ■ ■ ■ ■ ■

13.5", 18", 24", 30", or 36" king pin setting ■ ■ ■ ■ ■ ■ ■ ■

SUSpenSionS 
and aXleS

HT, AA or spring suspension types ■ ■ ■ ■ ■ ■ ■ ■

23k, 25, or 30k suspensions and axle ratings ■ ■ ■ ■ ■ ■ ■ ■

Front or rear axle slides ■ ■ ■ ■ ■ ■ ■ ■

Tandem axle slides ■ ■ ■ ■

Multi axles ■ ■ ■ ■ ■ ■ ■ ■

Lift kits ■ ■ ■ ■ ■ ■ ■ ■

California legal axles settings ■ ■ ■ ■ ■ ■ ■ ■

Axle spacing from 49" to 122" ■ ■ ■ ■ ■ ■ ■ ■

Cast or light weight hubs ■ ■ ■ ■ ■ ■ ■ ■

Cast or fused drums ■ ■ ■ ■ ■ ■ ■ ■

Drum or disc brakes ■ ■ ■ ■ ■ ■ ■ ■

P.S.I. air inflation systems ■ ■ ■ ■ ■ ■ ■ ■

Brake dust covers ■ ■ ■ ■ ■ ■ ■ ■

ABS—4S/2M or 2S/1M ■ ■ ■ ■ ■ ■ ■ ■

Steel, aluminum-milled or aluminum-polished wheels ■ ■ ■ ■ ■ ■ ■ ■

Axle straps ■ ■ ■ ■ ■ ■ ■ ■

17.5", 19.5", or 22.5" tires ■ ■ ■ ■

22.5" or 24.5" tires ■ ■ ■ ■

liGHTS

3-3-3 or 3-5-3 LED rear lights ■ ■ ■ ■

4-3-4 or 2-3-2 LED rear lights ■ ■ ■ ■

Full pattern multi-diode lights ■ ■ ■ ■ ■ ■ ■ ■

Unlimited side marker lights ■ ■ ■ ■ ■ ■ ■ ■

Wide turn light on beam ■ ■ ■ ■ ■ ■ ■ ■

Over dimension lights ■ ■ ■ ■ ■ ■ ■ ■

Backup lights ■ ■ ■ ■ ■ ■ ■ ■

Strobe lights in center light panel ■ ■ ■ ■ ■ ■ ■ ■

air and 
elecTrical

Manual dock dump, auto dump, or electric dump valves ■ ■ ■ ■ ■ ■ ■ ■

Air raise and lower valves with or without plastic or aluminum box ■ ■ ■ ■ ■ ■ ■ ■

Pull lanyards on air tanks ■ ■ ■ ■ ■ ■ ■ ■

Air and electrical in two locations ■ ■ ■ ■ ■ ■ ■ ■

7 way in front bumper or rear panel ■ ■ ■ ■ ■ ■ ■ ■

4 way in front bumper or rear panel ■ ■ ■ ■ ■ ■ ■ ■

Liquid filled air gauge, digital electric air way, or smart scale ■ ■ ■ ■ ■ ■ ■ ■

Hub-o-meter ■ ■ ■ ■ ■ ■ ■ ■

loaD 
SecUreMenT

Winch track—roadside, curbside, or both ■ ■ ■ ■ ■ ■ ■ ■

Sliding winches or fixed winches ■ ■ ■ ■ ■ ■ ■ ■

Sliding winches without winch track ■ ■

Tie bars ■ ■ ■ ■ ■ ■ ■ ■

J-hook track on side rail ■ ■ ■ ■ ■ ■

J-hook track on floor boards ■ ■ ■ ■ ■ ■ ■ ■

Recessed D-rings ■ ■ ■ ■ ■ ■ ■ ■

Recessed Chain ties ■ ■ ■ ■ ■ ■ ■ ■

Rope hooks ■ ■ ■ ■ ■ ■ ■ ■

Container locks ■ ■ ■ ■ ■ ■ ■ ■

DoveTail and 
raMpS

Fixed dovetails with and without ramps ■ ■ ■ ■ ■ ■ ■ ■

Detachable dovetails with and without ramps ■ ■ ■ ■

Top deck ramps ■ ■ ■ ■ ■ ■ ■ ■

16' Sturdi-lite ramps ■ ■ ■ ■ ■ ■ ■ ■

Bridge adapter for 2 ramps ■ ■ ■ ■ ■ ■ ■ ■

Ramp carriers ■ ■ ■ ■ ■ ■ ■ ■

Load bunks with and without ramps ■ ■ ■ ■ ■ ■ ■ ■

SToraGe and 
MiSc.

Aluminum boxes, any size ■ ■ ■ ■ ■ ■ ■ ■

Steel boxes, any size ■ ■ ■ ■ ■ ■ ■ ■

Belly boxes, 96", 120", or 132" ■ ■ ■ ■ ■ ■ ■ ■

Dunnage boxes or dunnage racks ■ ■ ■ ■ ■ ■ ■ ■

Pull-out rear bumper or pull-out top deck ■ ■ ■ ■

Certificate Holder ■ ■ ■ ■ ■ ■ ■ ■

FHWA inspections ■ ■ ■ ■ ■ ■ ■ ■

Rubber dock bumpers ■ ■ ■ ■ ■ ■ ■ ■

Crossfires ■ ■ ■ ■ ■ ■ ■ ■

SpecS cHaparral plaTinUM DiaMonD black GolD

length Up to 57' Up to 57' Up to 57' Up to 57'

Main beams 6061 T6 
Aluminum

24" deep beam 
with 130k steel 
flange, up to ¾" 
thick

24" deep beam 
with 130k steel 
flange, up to ¾" 
thick

24" deep beam 
with 130k steel 
flange, up to ¾" 
thick

crossmembers 5 “Aluminum 
I-beam

5 “Aluminum 
I-beam 4" Steel I-beam 4" Steel I-beam

Side rails 7.4" Aluminum 
Extrusion

7.4" Aluminum 
Extrusion

6" Aluminum 
Extrusion

6" Structural 
Steel

rear assembly Aluminum Aluminum Steel Steel

Front plate Aluminum Aluminum Steel Steel

GvWr Up to 90,000 lbs. 
with 2 axles

Up to 90,000 lbs. 
with 2 axles

Up to 90,000 lbs. 
with 2 axles

Up to 90,000 lbs. 
with 2 axles

Weights* 8,263 lbs. 8,835 lbs.  9.188 lbs. 9,500 lbs.

*All weights are based on a 48'x102" flatbed with the following options: an aluminum floor, aluminum wheels, lightweight hubs, 
fused drums, 16" crossmember spacing, and 3⁄8" top & bottom steel flange on all models with steel main beams.
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The bolt together construction of the 
Chaparral and Platinum models allow for 
easy maintenance of floor boards, side rails, 
crossmembers, front plates, and rear plates.

Also, the 7.4" extruded aluminum side rails 
contain integrated winch tracks and load hook 
tracks to meet your load securement needs.

www.doonan.com

800-734-0608

The lightest weight 

trailer series on the market!

36 NE Highway 156 • Great Bend, Kansas 67530 • Telephone (620) 792-6222 • Fax (620) 792-3308



The integration of the Chaparral design into 
the Doonan manufacturing process has led 

to the development of the lightest weight 
trailer series in the market. The culmination 

of this is in Doonan’s newest product, the 
”Platinum”. This trailer combines the light 
weight bolt together deck of the Chaparral, 

with the light weight welded steel main 
beams of a Doonan, to create a combo 

trailer that weighs less than 8,835 pounds.

Light Weight Aluminum Deck 
and Light Weight Welded Steel 

Main Beams Result in a 
Combo Trailer that Weighs 

Less than 8,835 Pounds

Platinum

Diamond

Black Gold

Available in Flatbed and Drop Deck 

Carry More Payload

Lower Maintenance

Advanced Aluminum Technology

Higher Resale Value

Platinum


